
Driplex introduces its advanced Drybreak Couplings (DDC) engineered from PEEK 
(Polyether Ether Ketone), a high-performance semi-crystalline thermoplastic
known for its exceptional chemical resistance and superior strength-to-weight ratio. 

PEEK - Dry Break Couplings

Applications

Driplex's PEEK Couplings are specifically designed for use in extremely hazardous chemical 
applications, o�ering reliable performance and peace of mind where safety is paramount.

Dry Break Couplings

Material :   PEEK

Size Range : 1", 2", 2 ½”, 3" & 4"

Seals : FFKM, FKM, EPDM, NBR, Other materials available upon request

End Connections : Flexible end connection options to suit your specific installation needs, 
Threaded or  Flanged

Working Pressure : Up to 8 bar

Hydro Test Pressure : 12 bar

Compatibility : NATO STANAG 3756 standards.
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Engineered for Extremely Hazardous 
Chemical Applications

Driplex introduces its advanced Drybreak 
Couplings (DDC) and Industrial Breakaway 
Couplings, engineered from PEEK 
(Polyether Ether Ketone), a high performance
semi-crystalline thermoplastic known for its 
exceptional chemical resistance and superior
strength-to-weight ratio. These couplings 
are designed to meet the rigorous 
demands of hazardous chemical 
environments, ensuring safety and 
reliability in critical operations.

DRYBREAK COUPLINGS & 

Breakaway Couplings from PEEK

Applications

Driplex's PEEK Couplings are specifically 
designed for use in extremely hazardous 
chemical applications, o�ering reliable 
performance and peace of mind where 
safety is paramount.

Dry Break Couplings

Material :   PEEK

Size Range : 1", 2", 2 ½", 3", 4"

Seals : FFKM, FKM, EPDM, NBR, Other 
materials available upon request

End Connections :   Flexible end connection options 
to suit your specific installation 
needsThreaded or  Flanged

Working Pressure : Up to 8 bar

Hydro Test Pressure : 12 bar

Compatibility : Adheres to NATO STANAG 3756 
standards, ensuring 
interoperability and reliability.
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Industrial Breakaway Couplings

Material :   PEEK

Size Range :    1", 2", 2 ½", 3", 4"

Seals :    FFKM, FKM, EPDM, NBR, Other 
materials available upon request

End Connections :   Flexible end connection options 
to suit your specific installation 
needs

  Threaded or  Flanged

Working Pressure : Up to 8 bar

Hydro Test Pressure : 12 bar


